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® ® ® The new Lennox DC Inverter range of Split Wall Mounted units both guarantees
and provides the desired comfort for the needs domestic applications and of

small shops or offices.
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L N DC Inverter System
Due to its advanced technology, the
DC Inverter System is, above all, an
Energy Saver. [t directly regulates the
speed of the compressor automatically
in accordance with the ambient
temperature desired.
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The new design of the Split Wall
Mounted DC Inverter units combines
Cleaner, straighter lines that blend in
perfectly with any decoration scheme.



Rustproof Outdoor Unit
An outdoor unit built using

components that are highly weather
resistant. Its rustproof cladding is
especially effective in coastal areas.

Washable Front Panel

The design of the indoor unit makes it
readily accessible and easy to clean.

Protected Connections

The casing of the outdoor units has
been designed to include a cover that
protects the connection valves.

Auto-Restart Function
Following a power cut, our units

automatically restart maintaining the
previous setting.

Rapid Cooling Option
This enables the user to raise or lower
the temperature rapidly.

Sleep Mode

Under the sleep mode our units
provide optimum overnight comfort
by way of a proportional temperature
variation of the Cooling/Heating mode
setat + 2 oC.

R410A Ecological
Refrigerant
In order to protect the environment,

Lennox uses the new environmentally
friendly R410A refrigerants.

Double Airflow Direction

The new indoor units include a
directional system that manages the
direction of the airflow.

Low Noise Levels

Providing the needed airflow, we
can provide and ensure optimum
atmospheric conditions combined
with extra-silent

working.

DC Inverter System

Energy savings thanks to the DC
Inverter System
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® ® ® ;“pure air” System

“pure air”
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Pure Air

Lennox has incorporated a System of
‘PURE AIR” filters that guarantees and
achieves an air quality that is purer and
healthier using the following filters:

¢ Active Carbon (1) eliminates airborne
dust and particles.

¢ Electrostatic Filter (2). its positive
zone removes smoke particles and dust
from the air.

¢ Photo-Catalyser Filter (3); this both
absorbs and neutralises airborne odours
and viruses.
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¢ Plasma lonosation filter (4). More
the 95 % of the dust, smoke and pollen
particles will be trapped to the electrical
static filter.

Due to the content of negative ions we will
obtain a more pleasant and fresh air.

The use of all these filters helps us to
improve and optimise air quality.
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and odor dust electroded
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Polluted Air filter

The inverter model size 18 includes filter
filter, 1,2 and 3.
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Feeling of Comfort

The feeling of comfort is achieved by
combining the airflow with the desired
temperature in the area to be air
conditioned. This feeling of comfort is
attained by combining the Cooling/Heating
functions with the fan speeds and the
temperature that the user wishes to
establish. At night the unit is regulated
using the Sleep option.

The revolutionary, tried and tested DC
INVERTER technology enables us to
maintain a comfort zone with temperature
margins at +0,5° C and — 0,5° C.
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High Energy Efficiency

As well as providing a high degree of
comfort and transmitting a feeling

of well-being, we offer Maximum
Energy Efficiency that not only saves
a great deal of energy, but also
respects the Environment.

The energy classification is (A)
throughout the energy classification.




lechnical data

Power Ratings

2.6 - 5,3 kW
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e o o Heat Pump. Wall Split Inverter- ecorelax R410A

Cooling capacity kW 2,60 3,50 5,30
Heating capacity kW 3,00 4,10 6,20
Cooling mode consumption kW 0,81 1,05 1,72
Heat mode consumption kW 0,81 1,13 1,79
EER W 3,26 3,35 3,07
COoP w 3,62 3,63 3,46
Energy Efficiency class A A B
Unit Type DC Inverter DC Inverter Inverter
Voltage: 50 Hz V/f 230/1 230/1 230/1
Compressor Type rotary rotary rotary
Current Cool A 3,3 5,1 7,5

Heat A 3,5 5,2 7,7
Air flow Indoor Unit m3/h 500/430/370 580/500/420 800/700/600

Outdoor Unit m3/h 1.700 1.900 2500
Sound level Indoor Unit dB (A) 37/34/30 40/35/30 44/40/37

Outdoor Unit dB (A) 51 54 58
@ Coupling pipe size Liquid 1/4" 1/4" 1/4"

Gas 3/8" 3/8" 172"

Refrigeration pipework Max. Vertical m 5 5 8
Refrigeration pipework Total Vertical + Horizontal m 10 10 15
PHYSICAL DATA
Dimensions Indoor Unit Hx L xD (mm) 250 x 710 x 195 265 x 790 x 195 293x920x224

Qutdoor Unit Hx L x D (mm) 590 x 760 x 285 590 x 760 x 285 695x845x335
Net weight Indoor Unit kg 7,5 9 13

Outdoor Unit kg 35 38 43
OPERATING LIMITS
Cooling mode Max. - Min. °C 45 - (- 5) 45 - (-5) 45 -(0)
Heating mode Max. - Min. °C 24 - (-15) 24 - (- 15) 24 - (-15)
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www.lennoxeurope.com
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BELGIEN, LUXEMBURG
www.lennoxbelgium.com

CZECH REPUBLIC
WWW.lennox.cz

FRANCE
www.lennoxfrance.com

GERMANY
www.lennoxdeutschland.com

UNITED KINGDOM
www.lennoxuk.com

IRELAND
www.lennoxireland.com

NETHERLANDS
www.lennoxbenelux.com

ECORELAX-PCS-0406-E

POLAND
www.lennoxpolska.com

PORTUGAL
www.lennoxportugal.com

RUSSIA
Www.lennoxrussia.com

SLOVAKIA
www.lennoxdistribution.com

SPAIN
Www.lennoxspain.com

UKRAINE
Www.lennoxrussia.com

OTHER COUNTRIES
www.lennoxdistribution.com

Due to Lennox’'s ongoing commitment to
quality, the Specifications, Ratings and
Dimensions are subject to change without
notice and without incurring liability.

Improper installation, adjustment, alteration,
service or maintenance can cause property
damage or personal injury.

Installation and service must be performed by
a qualified installer and servicing agency.
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